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filmolux® 609
•	 glossy,	crystal-clear	soft-PVC	film,	70	μm
•	 instant	adhesion
•	 for	universal	use	on	almost	all	book
	 covers	and	for	label	protection
•	 ideal	as	protection	for	prints,	folders,	maps	etc.
•	 ideal	for	bottle	labelling	in	drugstores	and	laboratories

filmolux® 609 – labels
•	 self-adhesive	pre-cut	labels	filmolux	609	on	rolls

The new product benefits
•	 Easier	application
•	 Fewer	air	bubbles
•	 Softer	feel

Technical data 

Film:	 WPVC	film,	monomeric,	
	 glass-clear,	colourless
Weight:	 90	±	5	g/m²
Thickness:	 70	±	5	μm
Adhesive:	 Water-based	polyacrylate	emulsion
Kleber	pH	value:	 Approx.	7.0
Cover	sheet:	 White	kraft	paper,	 
	 silicon-treated	
	 on	one	side,	printed
Weight:	 65	±	6	g/m²
Thickness:	 0,054	±	0,006	mm
Processing	and	 18	–	25	°C
storage	conditions:	 40	–	65	%	Relative	humidity
Thermal	stability:	 -	30	bis	+	50	°C	
Storage	time:	 3	Years	 	 	 	
                 


